CITIZEN AHS |1 L20 / GSE 307/90
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Intermediate plate
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Winkel-Bohr-Fraseinrichtung
Right angle drilling and milling unit

Testa ad angolo di foratura e fresatura
Unité de pergage et de fraisage angulaire

Zentrale KuhImittelzufihrung
P max. = 80 bar

Coolant through the spindle
Coolant pressure max. = 80 bar
Don't run without coolant!

Liquido refrigerante sul fuso
Pressione max. = 80 bar

- — [ = Non lavorare a secco!
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Arrosage par le centre
| o~ Pression max. = 80 bars
A () T Ne pas tourner sans arrosage!
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Bestell-Nr. Winkelkopf 90° L1 L2 (L3 |L4 H1|H2([B1 D1 Nm | Schmierung rpm max. i Zubehér
Ref. No. Anglehead @ max.| max. | Lubrication min -1 n1:n2 Accessory
A 114.800.0.0058.0 | Winkelkopf Fettschmierung
ER 11 67 62 14 150.8 | 21 |67 345 | 7 5.3 Lubricant grease | 4'000 1,5:1 -

Konstruktions- und Massénderungen vorbehalten - Design data and dimensions subject to change - Cambiamento della costruzione e delle misure riservato - Droit de modification de structure et de cotes réservées



